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Default IP Address: 192.168.43.1

Quick Setup Guide

Please visit www.keydigital.com for the latest product documentation,

firmware, control drivers and software downloads. Product features and

specifications are subject to change without notice

Always follow the instructions provided in this Operating Manual.
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AboKKDBYOD4KHUB

KD-BYOD4KHUB Bring-Your-Own-Device & Bring-Your-Own-Meeting wireless presentation and
conferencing gateway is a wireless solution for conference and presentation spaces that enables users to
bring their own device and present to a shared display while the hub receives the USB camera, mic and
audio in the room for collaboration with local and remote video conference participants.

KD-BYOD4KHub includes one KD-BYODFD dual-headed (USB-A + USB-C) auto-launching USB stick for plug
and play casting. Or users may cast using the KDPlay+ application, AirPlay, Miracast, and Chromecast from
Windows, Mac, iOS, Android, and Chromebook devices.

Content may be displayed at up to 4K resolution with 30fps casting for smooth content casting. Dual-
monitor HDMI outputs, output preview window for video conference screenshare, annotation &
whiteboarding tools, HDMI Input, and wired USB host option make KD-BYDO4KHub the ideal choice for all
presentation, collaboration, and conferencing applications in corporate offices, school, universities and
training facilities.

Key Features

1 Wireless Presentation & Conferencing Gateway: Connect via WiFi to wirelessly present and receive
USB camera and audio.

1 Bring Your Own Device: Cast from Windows and Mac computers using KDPlayE software. Cast from
iOS devices with AirPlay. Cast from Chrome OS using Chrome browser tool for tab or desktop. Native
Miracast support for Windows and Android device casting.

f Bring Your Own Meeting: Sends connected USB camera, microphone, and speaker devices to host

computer for use in any video conferencing software. USB Video Class (UVC) and USB Audio Class

(UAC) supported. Compatible with 8-bit,16-bit and 24-bit USB Audio microphones & speakers.

4K/UHD Source & Display: Outputs at 4K for optimal clarity of spreadsheets and data content.

Smooth Video: Glitch-free AV experience due to optimizations for video content and 30fps casting.

Multi -Presenter Mode: Up to five presenters may share content at same time with auto adjusting

screen layout. User preference layout setup for three or four presenters allows for optimal window

placement based on usage.

1 Wired HDMI Input: For wired and wireless presentation options from laptops or dedicated room
computers.

1 KDPlayE Flash (KD -BYODFD) Included: Software auto-launcher with USB and USB-C connections

allows. Additional KDPlayE Flash sold separately

Dual Monitor Support:  Mirrored or independent viewing on two connected displays / projectors.

Output Capture: Send HDMI output content from Main or Sub display to the connected host computer

to completely immerse video conference participants with multi-presenter brainstorming sessions, etc.

1 Annotation and White Board:  Screen overlay tools for real-time collaboration. Screen captures are
easily downloaded by QR code on screen or in web browser.

1 Extended Monitor: Feature enables dual display setups such as video conference and presentation
content view on side-by-side panels. Virtual Driver installation required for this feature.

1 Display Control: CEC or RS232 command sends during unit bootup, power on, and power off.

=A =4 =4
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ADDITIONAL FEATURES

1 WiFi Direct, WiFi Client, LAN Connection Modes: May act as the Wireless Access Point or may be
accessed by devices via the wired or wireless network connection.

1 Content Preview: Collapsible dock on side of display provides preview thumbnail and name of devices
casting via KDPlay app.

1 Touch Screen / Mouse Forwarding:  Connect touchscreen or mouse USB to unit to point and click on
casted device

f Customizable Home Screen: Load customer's logo or desired image to show signage and branding

when not casting.

Digital Signage Mode: May display a desired web page on scheduled start and stop times.

Video Resolution: Selectable 4K 3840x2160 @ 30fps or 60fps [4:2:0] 10.2Gbps, 1920x1080p @ 60fps,

1280x800p @ 60fps, 1280x720p @ 60fps output resolution options based on EDID from connected

display

1 Audio De -embedding: Audio of the casted deviceisde-e mbedded at the unitads
connector for ease of integrating with audio amplification and mixing system

1 Easy Connection: Up to 16 simultaneous devices may connect, with access always provided to new

connecting devices and automatic disconnect of oldest non-casting devices in case of maximum being

reached

Moderator Management: Administrator may start & stop device casting via web control page

Web GUI Administration:  Access unit setup, moderator, and security tools on web browser through

LAN

1 Four-Level Security: Including casting / pairing pin and Device-type permission options, AES-256 +
RSA-1024 encryption.

! Simultaneous Secure Dual Network:  Two network ports enable concurrent connection to Public and
Private networks for ease of guest access without compromising security.

Accessories Included in the Box

1x KDBYODFD dual-headed auto-launch dongle

1x Power supply 12V/3A, 36W with US, EU, UK, and AU adapter head. Model GQ36-120300-AX
3x Antennae

2x 3-pin green color terminal block plug

= =4 =4 =
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Features Table
Device Casting Video Audio USB Cam, Max Moderator
Type Method Audio, HID = Simultaneous Preview
Forwarding Casting
Devices
Windows KDPlay+ app YES YES YES 5 YES
Windows Chromecast YES YES 2
(Chrome
browser)
Windows Miracast YES YES HID Only 2
(Enable in
Miracast
Settings)
MacOS KDPlay+ app YES YES YES 5 YES
MacOS AirPlay YES YES 2
MacOS Chromecast YES YES 2
(Chrome
browser)
Android KDPlay app YES 5 YES
Android Miracast YES YES 2
iI0S AirPlay YES YES 2
Chrome OS  Chromecast YES YES 2
(Chrome
browser)

*Video content from streaming services such as Amazon & HBO & Netflix not supported due to copy protection.
**Device types have additional notes on setup requirements or limitations. See Casting section for more info.
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Wi F i Visr eM tF | CANe@bnmecti on
Which Network Mode Is Best for Your Installation ?

WiFi Direct Mode (Default) allows wireless devices direct access to the base unit using KD-BYOD4KHUBG s
built-in WiFi access point. WiFi Direct Mode is the quickest way to begin casting to your KDPlayE screen but
only provides internet to connected devices if a LAN wire is connected from an internet enabled network.

WiFi Direct Mode with no Internet Connection

) ERRERTRRN (Toum™ ((tg((t:D((t ]

—_
KD-BYOD4KHUB PC/Mac ChromeQS i0S Android

WiFi Direct Mode with Internet Connection

u @L;; -Ll-L-L "(((J=,'= 1 (@

[-] - e
Internet Enabled KD-BYOD4KHub : -
Network ! PC/Mac Chrome0S i0S Android

WiFi Client Mode allows connection to external WiFi Router without network cable. Wireless devices access
the base unit via wireless or wired connection into the LAN. WiFi Direct mode is disabled when WiFi Client

)~ () (L (L)

KD-BYOD4KHUB MY Wifi Router PC/Mac ChromeQS i0s Android

LAN Connect Mode requires KD-BYOD4KHUB be wired into your local network. Wireless devices access KD-
BYOD4KHUB via your existing external WiFi network therefore allowing users to stay connected to an internet
enabled network(s). WiFi Direct mode is disabled when LAN Connect Mode is enabled.

il < ) P (T

KD-BYOD4KHUB MY Wifi Router PC/Mac ChromeQS i0sS Android
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Net w&€oksi der&atSiexcrnus i t vy
Bandwidth

1 The maximum bandwidth per casted device is 12Mbps per stream. Common usage will be 1217 48Mbps
for one to four presenters.

Security

1 KD-BYOD4KHUBG6 s dual énabM cqmnaumentsonnection to two networks. Connected networks
are completely isolated from each other, providing ease of access without compromising security.
Additional network security settings may be adjusted in the Admin Access page.

1 Use security level 3 or the Preference setting to apply encryption to all casting data if you have any
security concerns.

= LOGOUT —):I
KDPLAY+
—
Security Settings
B NETWORK
] DISPLAY & AUDIO Security Level
RO T T AP0 N
ﬁ} SYSTEM Enable login password for Webpage
2 Auto-change password for Wireless v v v v
& SECURITY 3 Encryption of Data: Proprietary v v v v
% Security Level 4 Enable Airplay PIN code v v
» Login Password 5 Enable Miracast PIN code v v
6 Enable login password for Telnet v v
cly F/W UPDATE
7 Encryption of Data: AES-256 Bit + RSA-1024Bit v v
@ DEVICE INFO 8 Disable Android APK,IOS APP ,or Airplay v v
9 Disable "Firmware downgrade” v
10 Disable Miracast v
11 Disable KDPlay APK v
12 Disable "Chromecast casting’ v

Current Security Level: (@ Level1 Level 2 Level 3 Preference

521 East39Street Mt. Vernon, NY 10! 7
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In most installations, there are no network settings that need to be applied for common functionality.

However, if you are installing KD-BYOD4KHUB on an advanced network, please ensure that the below list of
TCP and UDP port numbers remains open on your network in order for devices to cast to KD-BYOD4KHUB.

KDPlay App

Windows, MacOS

KDPlay App
Android

AirPlay
i0S

Chromecast

Web Browser

TCP Port #

20000, 20002, 20003,
20006, 20007, 20008,
20009, 20010

8121, 48689

51030, 51040, 52020,
52030

AdditonalPor t #0s

5656, 51010, 51020
17011, 17012, 17100
8008

80

KD-BYOD4KHUB LAN Port Features

In most installations, there are no network settings that need to be applied for common functionality.

LAN Port 1
LAN Port 2

521 East39Street Mt .

PoE
YES
NO

Vernon, NY 10!

UDP Port #
6667, 8887, 8889
20005

8887, 8889

5353

1900, 5353, 8009

16660, 16661, 16662,
16663

Maximum Bandwidth

1Gbps
100Mbps

Casting IP Address

IP Multicast Group
Address: 239.1.1.1

Broadcast IP address:
255.255.255.255

IP Multicast Group
Address: 239.1.1.1

Broadcast IP address:
255.255.255.255

MDNS: 224.0.0.251

SSDP: 239.255.255.250
MDNS: 224.0.0.251

Note: Casting device and
KD-BYDO4K must be
within in same subnet.
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Application Exampl es

Wireless Presentation & USB Device Host for Video Conferencing
Wireless Casting Devices

o _ LAN with WiFi Shown: KD-CAMUSB
pulny e — __]I ETHERNET USB Wehcam
PC/Mac |
DS | | *Wired or Wireless LAN Connection
'.:. | Depending on Selected Network Mode:
| | LAN Network Mode = Wired
| WiFi Client Mode = Wireless
| |
| ll_ _ USB
- -
LL - = HDMI USB Mic + Speaker Soundbar
- — — — _RS-232 )
USB

= [
Wired PC Presenter + VC Host r KI?,V'.BYUMKHUB
ireless & Wired

HDMI AV + u Presentation & Conferencing Gateway
USB Gam & Audio \ -
=

HDMI USB

Wireless Keyboard & Mouse

Hybrid Collaborative Session with Full  -Screen and Multi -View Monitor Layouts

PC/Mac Chromebooks i0S Android

Camera

USB Mic / Speaker

521 East39Street Mt. Vernon, NY 10! 9
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Dual Monitor / Extended Monitor Conferencing

Dual Extended Monitor from 1 PC via Two Methods:

Wired + Wireless
Wireless (Windows): KD P/ay+ & Miracast
Wireless (Mac): KD P/ay+ & AirPlay

521 East39Street Mt. Vernon, NY

USB Webcam

Shown: KD-CAMUSB
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wou £

- USB
KD-BYOD4KHub
Wireless Casting + USB
Casting Method 2: Casting Method 1:

= K Miracast KDPlay+
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Qui ck Setup Gui de

Begin with KD-BYOD4KHUB, the connected display, and all USB or HDMI devices are turned off with power
cables removed. Ensure that all desired functionality is achieved before installing.

Cabling

The following connections are mandatory for getting your KDPlay screen on your network and display. See the
Connections, Buttons, and LEDs section for more information about additional connectivity options.

Cabling for WiFi Direct Mode

1. Connect the Main HDMI OUT port to an HDMI
display.

2. Connect power.

3. (Optional)l f youdBYODDUKHKDOSs Wireless Network to have
an internet enabled network. If that network switch is POE, you may omit the power connection from step
2 above.

You may now proceed to the WiFi Direct Mode Configuration instructions.

Cabling for WiFi Client Mode

1. Connect the Main HDMI OUT port to an HDMI
display.

2. Connect power.
3. (Temporary i Initial Setup Only) Connect network cable from WiFi Router / Network Switch.

You may now proceed to the WiFi Client Mode Configuration instructions.

521 East39St reet Mt. Vernon, NY 10! 11
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Cabling for LAN Connection Mode

1. Connect KD-BYOD4KHUB to an HDMI
display.

2. Connect network cable from WiFi Router / Network Switch.
a. (Optional) Connect to KD-BYOD4KHUBG s 11 Aok to power the unit from a PoE switch

b. (Optional) You may connect KD-BYOD4KHUB to two networks for concurrent access to KD-
BYOD4KHUB from devices on each network.

3. (Optional) Connect Power to KD-BYOD4KHUB unit (if not using PoE as described in step 2a).

You may now proceed to the LAN Connection Mode Configuration instructions.

521 East39St reet Mt. Vernon, NY 10! 12
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Configure

How to Configur e for WiFi Direct Mode with Web Ul

1.

2 T

Connect to network named KD-BYOD4KHUB-XXXX. The password is displayed on the HDMI
connected monitor and the default password is 12345678

Open web browser, and enter 192.168.43.1 in the address bar
Press the ADMIN ACCESS button at top-right of the page
Enter default password admin

Enter NETWORK menu and choose Wireless sub-menu

Enter the desired name (SSID) for KD-BYOD4KHUBS s  Wetvwoik. The default network name is KD-
BYOD4KHUB-XXXX

Enter the desired password for KD-BYOD4KHUBG6 s Wi F i . Letters amcbnurkbers are allowed.
Special characters are not supported. The default password is 12345678.

SAVE changes

Note: If you change the password but not the SSID (network hame), you may have to forget and re-join
the network to re-connect.

C & 192.168.43.1 9

@ﬁ‘ ADMIN ACCESS @;e

Welcome to KDPlay".
Please Download KDPlay™ Application for Your System.

Windows MacOS

Requires Windows 7 or higher Requires macOS 10 or higher

1. Select the download file for your system and download.
2. Run the installer and follow installation steps.

3. Open KDPlay™ on your computer and stream your media.

521 East3“Street Mt. Vernon, NY 10! 13
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=) ADMIN ACCESS @3
KDPLAY
) G

D ——

Welcome to KD-BYOD4KHub, Wireless Presentation & Conferencing

Please Enter Device Password: p """" LOG IN

Windows MacOS

Requires Windows 7 or higher Requires macOS 10 or higher
Android Operation Manual
Requires Android 5.0 or higher Requires PDF Viewer
= LOGOUT =P
| KDPLAY
B9 yErwoRk Network Wireless Settings

» Metwork Mode
? Wireless WiFi Direct Mode LAN Connection Mode
» Ethernet (LAM]
Metwork Mame (5510} KD-BYOD4K-0001
(@ DispLAY & AUDIO

Security WPASWPAZ - Personal {Recommended)
{8} sysTEM
Frequency: 2.4 Ghz ® s5Ghz
& securiTy
Auto Change Password; Mever -
1, F/W UPDATE
= Password: 12345678
(D DEVICE INFO B
Channel Width [text]
Channal: 1 b

SAVE 0

521 East39Street Mt . Vernon, NY 10!
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How To Configure for WiFi Client Mode with Web Ul

IMPORTANT: You must first connect a cable from your network to KD-BYOD4KHUB for the unit to collect
network information. This is temporary, as WiFi client mode will not require a LAN cable connection for final
installation. a @ )

1. Confirm that KD-BYOD4KHUB has been provided an IP =

address from your Local Area Network as shown on the top- 6‘9 Join: KD-BYOD4K- p o
left corner of KD-BYOD4KHUB6 s home screen. o )

2. Join that same Local Area Network on the laptop / setup device.

3. Open web browser and enter the KD-BYOD4KHUBGO s | P & thd addressbar to access the Web
ul.

4. Press the ADMIN ACCESS button at top-right of the page. Enter default password admin and the
Admin Menu loads.

5. With WiFi Direct Mode still chosen, enter the WIRELESS sub-menu and enter the desired name for the
KD-BYOD4KHUBuUu nit (exampl e A CiothefNetwoekiNanee (SSIDp celb Press SAVE.
The default name is KD-BYOD4KHUB-XXXX. The password is displayed on the HDMI connected
monitor and the default password is 12345678for casting .

Re-enter the NETWORK MODE sub-menu.
Choose WiFi Client Mode and confirm to apply.

Enter the Wireless sub-menu and the WiFi Client / LAN Connection Mode tab

© ©® N o

Choose 2.4 Ghz or 5 Ghz frequency and press WIRELESS SCANNER to begin scanning for the WiFi
Network that you have connected the KD-BYOD4KHUB unit to.

10. Choose your desired WiFi Network and press SAVE.
11. Enter the WiFi Password and press CONNECT.
12. After the connection status bar completes, press SAVE at the bottom-center of the page.

13. Ensure that the KD-BYOD4KHUBh ome screen displays its | P addr es:s

4':2 @ WiFi: 192.168.100.12
=3 CANT:N/C LAN2: N/C 04:09 pm

6‘9 Join: Conference Room p Password: 12345678 ’7.?) WiFi: Felix-2.4 normal
Join Network to Cast

KDPlay™ Connection Options

| —

14. You may now disconnect the network cable from the LAN port and install KD-BYOD4KHUB at the
desired display / projector location.

521 East3“Street Mt. Vernon, NY 10! 15
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KDPLH?M LOGOUT 5
Network Wireless Settings

'E‘ﬁE' NETWORK

> Network Mode

el WIFI Direct Mode WiFi Client / LAN Connection Mode
» Ethernet (LAN)

Network Name(S51D): Conference Room o
DISPLAY & AUDIO

Security: WPA2 - Personal 1
{5} SYSTEM Frequency: 2.4GHz ® 5GHz
a SECURITY Auto Change Password: Never -
.”assword: 12345678
cby F/w uPDATE
Channel Width: Auto -
@ pevice INFO
Channel: 36 -

SAVE

= LOGOUT =)
KDPLAY+ 2]
g ——— 0 J

Network Mode Setting

%5 NETWORK

> Net Current Network Mode: WiFi Client Mode Device Name(SSID): KD-BYOD4KHUB
> Wireless

Ethernet (LAN) st
2 WiFi Direct Mode

] DISPLAY & AUDIO

h_ljﬂ’l )

’»““““«‘E«‘é«‘, «

{3} SYSTEM KD-BYOD4KHUB PC/Mac  ChromeOS io Android

WiFi Direct Mode allows wireless devices direct access to the base unit. Any additional wireless devices on the local
@ SECURITY network can access the base unit via LAN if it is connected to a wired local network.

cty F/W UPDATE

e WiFi Client Mode /’—"E
@ DEVICE INFO ==
e (¢ ) (( (((g((( (G :@
KD-BYOD4KHUB MY Wifi Router PC/Mac Chrome0S ios An:!rold

WiFi Client Mode allows connection to external WiFi Router without network cable. WiFi Direct Mode will be disabled.
Wireless devices access the base unit via wireless or wired connection into the LAN.

521 East3?Street Mt. Vernon, NY 10! 16
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Ii KDP:LH"?‘ il L Available WiFi Networks RESCAN &)
“ 4 D SsID Signal
Network Wireless Settings 1 a
B NETWORK
. 2 Felix-2.4 normal |I|||
> Network Mode . Ress o A
Wi WIFI Direct Mode WiFi Client / LAN Connection Mode 3 Telcel6686 il
> Ethernet (LAN) 4 sankofa all
Frequency: ® 2.4GHz 5GHz
5 Default |I|||
@ DISPLAY & AUDIO WIRELESS SCANNER e 6 INFINITUM1035 Al
7 TP-Link_5CD0 alll
{3} SYSTEM ssiD:
Password: CONNECT
@ SECURITY
Connection: No Connection
e ®

521 East3?Street Mt. Vernon, NY 10! 17
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How to Configure for LAN Connection Mode with Web Ul

1.

N o M W DN

©

10.

11.

12.
13.
14.

Connect to wireless network named KD-BYOD4KHUB-XXXX. The password is displayed on the HDMI
connected monitor and the default password is 12345678.

Open web browser, enter 192.168.43.1 in the address bar

Press the ADMIN ACCESS button at top-right of the page

Enter default password admin

Enter NETWORK menu and choose Network Mode sub-menu

Choose LAN Connection Mode and confirm to apply. Wait a few moments for the new setting to apply.

Reconnect to unit, by entering the IP address shown on the HDMI connected monitor it your browser
address bar.

Enter the Wireless sub-menu and the LAN Connection Mode tab

Enter the desired name (SSID) for the KD-BYOD4KHub screen. The default name is KD-BYOD4KHUB-
XXXX

Enter the desired password for casting to KD-BYOD4KHUBGO screen. The password is displayed on the
HDMI connected monitor(s) and the default password is 12345678

Choose 2.4 Ghz or 5 Ghz frequency and press WIRELESS SCANNER to begin scanning for the WiFi
Network that you have connected the KD-BYOD4KHUB unit to.

Choose your desired WiFi Network and press SAVE
Enter the WiFi Password and press CONNECT. Press SAVE and verify Connection Status

(Optional) To set a desired static IP address to KD-BYOD4KHUB, enter the Ethernet LAN sub-menu.
The default IP address setting for LAN Connection Mode is DHCP / Obtain IP Address Automatically.
Press SAVE to apply new settings.

521 East3“Street Mt. Vernon, NY 10! 18
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B5 NETWORK

> Ethernet (LAN)

] DISPLAY & AUDIO

L3 sysTeEM

Neeessese(l

KD-BYOD4KHUB

Network Mode Setting

% Network Mode Current Network Mode: WIFI Client Mode
> Wiceless

WiFi Direct Mode

Device Name{SSID)

Com{CHN[C

Back to Top

Rev 1.2 April, 2025

LoGouT _):I

KD-BYOD4KHUB

Eﬂ )

PC/Mac Chrome0S fos Android

WiFi Direct Mode aliows wireless devices direct access to the base unit Any addivonal wireless devices on the loca
a SECURITY network can access the base unic via LAN If iz is connected to a wired local neswork

¢ty F/w UPDATE

WiFi Client Mode

@ DEVICE INFO

KD-BYOD4KHUB

WIFi Client Mode allows connection to external WiFi Router withou

Wireless devices access the base unit vis wireless or wired conn

)

u»).((( )« ((@(«@((«E

MY Wifi Router POUMac Chrome0S fos Android

0 e LAN Connection Mode

LAN
KD-BYOD4KHUB

LAN Connection Mode aloy

disabled. Wireless devices access the base unit via wirel

KDPLAY

=

B2 NETWORK

N rk M -
. b WIFI Direct Mode
» Ethernet (U

KD-BYOD4K NMame(S5ID):

onnection 1o external WiF R

Network Wireless Settings

LAN Connection Mode

KDPlay Screen o

ne LAN

cable. WiFi Direct Mode will be dizabled

-

)« @ ((g(((@ ((« E

neswork cable. WiFi Direct Mode will be

on into the LAN.

MY Wifi Router PC/Mac Chrome0S fos Android

LOGOUT —):l

@ DISPLAY & AUDIO KD-BYOD4K Password: 12345678
{a SYSTEM Note: You must connect a network cable to the KD-BYOD4K unit.
Frequency: 2.4GHz *®  5GHz

& securiTy

1.
8y F/W UPDATE .

@ DEVICE INFO password:

WIRELESS SCANNER o

Connection: No Connection

521 East39Street Mt . Vernon, NY 10!
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Nety

o

NETWORK
» Netwark Mode
» Wireless

» Ethermat (LAN)

DISPLAY & AUDIO

B & @

SYSTEM

SEI0E
SECURITY

Passh
F/W UPDATE

Cannl

DEVICE INFO

© b

KDPLAY
—

? NETWORK

¥ Metwork Mode
» Wireless
¥ Ethemnet (LAN)

DISPLAY & AUDIO

SYSTEM

B & @A

SECURITY

Password

F/W UPDATE

DEVICE INFO

® b

521 East39Street Mt.

Frequency

Connect

Vernon, NY

Available WiFi Networks

N S1atus

10!

SsID
KDS-LAB-TEST
Lab_Extreme
Cisco11943
LinksysES00Recording
KDQC_Stationl
Verizon-791L-7494
04X 1
49MSG
Keydigital

CnmnassTraininnRarcks

Network Wireless Settings

LAN Connection Mode

2.4 Ghz 5Ghz

WIRELESS SCANNER

KD5-LAB-TEST

Caonnected

Back to Top

Signal

|l|||
alll
l"'l
.|I||
all
tllll
.|I||
alll

==
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LOGOUT —):I
RESCAN o

LOGOUT —):I
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LOGOUT —):I

Network Ethernet (LAN) Settings

eless LAN 1

¥ [Pthernet (LAN)

Obtain Address Automatically & Use the following IP address:
[ﬂ DISPLAY & AUDID

P Address: 192.168.1.100
{3 svsTeEm

Subnet Mask: 255.255.0.0
a SECURITY

Default Gateway 192.168.1.1
Ay F/W UPDATE

OMS 1: 192.168.1.20
@ DEVICE INFO

ONS 2

MAC Address: GOEXELIT1001

SAVE

521 East3?Street Mt. Vernon, NY 10! 21
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Cast

Note: Driver installation required for Windows and Mac PCs to use wireless USB devices

1 Upon initial use of KDPlay+ application, the PC user will be prompted to install WMMeeting on the PC.
1 This may require Admin rights.
1 You may also download the driver from the KD-BYOD4KHub product page

Windows : Follow on-screen instructions to install AWMMeetingodriver on to computer for acceptance of
wireless USB Camera, Audio, Mouse, and Keyboard devices. Note: May require Admin rights.

KDPlay X | ™ WMMeeting = x || ™ WMMeeting = X |28 WMMeeting =

In order to start video conference utlizing room USB herals, a virtual P i = Confirm Installation [wl Installation Complete
to the Setup Wizard |
driver needs to be installed. This might require admin rights.

Show at startup
. i compute. WhiMeeting has been successtull instaled
NO Click "Next 1o stottheinstaloion Clck"Close* o et

WARNING: This comp!

for NET Fremework.

521 East3“Street Mt. Vernon, NY 10! 22
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Mac:

Sequoia OS: Navigate to SETTINGS > LOGIN ITEMS & EXTENSION (or searchfie xt ensi on ¢click n s
on the (i) for CAMERA EXTENSIONS, KDPlayPlus must be ENABLED

‘ L BeX { > LoginItems & Extensions ‘

Camera Extensions et and control External ‘

Extensions

Extensions add extra functionality to your Mac and apps. Some extensions may run
in the background

a KDPlayPlus
Actions ® Ce "

Markup

Login Items & Extensions

Password AutoFill @
Extensions

% 3 Camera Extensions @
0 Privacy & Security a CameraExtension ;
Security settings

%y File Providers
OneDrive

@ Finder

Rotate Left, Ma ‘(up‘ Create PDF, Trim, Remove Background and 1 m...
1@ Photos Editing

Markup Y

(@)
@ Quick Look @

TinsOuicklank

Sonoma OS: When prompted,un-bl ock fAWireless Mediado extension by
choosing ACllowdo for System Software from Wireless M

{ . Automation

x App Management

System Extension Blocked @ oeveloper Tools

The application “WirelessMedia" tried to
load new system extension(s). If you
want to enable these extensions, open
Privacy & Security in System Settings.

§ Sensitive Content Warning

} Analytics & improvements

_ @ Apple Advertising

Security
Allow applications downloaded from

App Store
® App Store and identified developers

System software from application *WirelessMedia® was blocked

from loading

Aliow accessories to connect
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Begin Casting

1. Power on connected HDMI display(s) and select the appropriate HDMI input connection. All instructions
are displayed on KD-BYOD4KHUB6 s Home Scr een

2. (Preferred Method) Casting with KD Play Flash Auto -Launcher from PC / Mac

Note: If casting for the first time after changing network settings, please pair KDPlay Flash with KD-
BYOD4KHUB as instructed below

a) Insert KDPlay Flash drive into computer. KDPlay software will auto launch, the computer will
automatically join the appropriate WiFi network and connect to the paired KD-BYOD4KHub unit.

b) Press START MIRRORING to begin How to Pair KDPlay Flash with KD-BYOD4KHub
casting your content. Note: The included Flash is pre-paired with the KD-BYOD4KHub

c) Pressthe GEAR ICON to enter the
Settings for Volume, Extended Display,
and more.

Succeeded to pair!

A~

To Pair, plug KDPlay Flash into a USB 2.0 port on the side of KD-BYOD4KHub
and wait for the success confirmation on screen.
When is Pairing Necessary?

After changing network mode or network settings

After factory default reset of unit

After firmware update of unit
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Notes for using MacOS with KD Play Flash

MacOS Monterey & Sequoia users must go to SECURITY & PRIVACY A SCREEN RECORDING / SCREEN &
SYSTEM AUDIO RECORDING to ensure that KDPlay is allowed to record the contents of their screen.

MacOS Catalina is required to support auto-launch feature of KDPlay Flash
Older OS versions like Mojave may require that you re-boot the computer after initially running the KDPlay .exe

Users may manually run KDPlay software or

use AirPlay if they do not wish to upgrade to
“KDPlayAutoServerC3"” would like to access

MacOS Catalina. files on a removable volume.

For Extended Monitor from MacOS, use

AirPlayand sel ect AUse @&s
Don't Allow

When inserting KDPlay Flash into Mac
computer, the following message is received.
Press OK to all access

3. Casting f rom PC / Mac computer without KD Play Flash:

a) Ensure that you are connected
to appropriate WiFi network,

as instructed on Home Screen. ¢ > ¢ GEEE 0
b) Open web browser, and enter @@
KD-BYOD4KHUB6 s | P Welcome to KDPlay".
Address. as dlsplayed on Please Download KDPlay" Aliilication for Your System.

H.ome Scrgen on your Windows MacOS
display/projector. Requires Windows 7 orhigher Requires macos 10 or ighe

c) On Welcome Page, press
button to download KDPlayE
software for Windows or
macOS X.

d) Run the KDPlay.exe file to
open KDPlayE software.

e) Follow on-screen instructions
to install WMMeeting driver on to computer for acceptance of wireless USB Camera, Audio, Mouse, and
Keyboard devices. Note: May require Admin rights.

f) Choose desired KDPlay screen you wish to cast to. Press CONNECT button.
g) Enterthe KD-BYOD4KHUBdevi ceb6s password, as displayed on
h) Press CONNECT button. You are now paired with the KD-BYOD4KHUB device, but not yet Casting.
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i) Press START MIRRORING to begin casting your content.
j) Pressthe GEAR ICON to enter the Settings for volume, USB host select, extended display, and more.

kk When done casting
driver by rebooting the PC or by (1) cl

computerds audio

ensure your

icking the speaker icon in the taskbar, (2) pressing the Sound

::.]) Output but t on, and ( 3) c h danspeakergor thonew desiredraddi® output.i | t
- X - X - X —
KDPLAY+ KDPLAY+ KDPLAY+ KDPLAY+
3f =
kil i Connect to KDPLAY Screen EARRUE OO
Conference Room m . S b Conference Room W

Password 12345678

Manually Enter IP

SELECT SCREEN TO START MIRRORING

o re

' Show Passwe

SELECT SCREEN TO START MIRRORING

Volume: 100% ’

Manually Enter IP

SELECT SCREEN TO START MIRRORING

‘B START MIRRORING

When finished casting, reboot computer or manually de-select Virtual Meeting Audio sound output

r L]
| be:

& Sound output 8 CTRL V

Output device

Speakers (Realtek(R) Audio)

f Felix-2.4 normal Not connected Airplane mode '
I
P, o >
i
Night light Accessibility
0= °
Select a sound
d))) ° a

@ 100%

07 AM
9/13/2024 £

521 East39St reet Mt. Vernon,

¥

NY

Speakers (Virtual Meeting Audio)

Spatial sound

Off

3k2 Windows Sonic for Headphones

Volume mixer

@

More volume settings

~ 0, rocus” BEUETT R e 8
8:06 AM
A6 DB 00 8
10! 26
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4. Casting f rom iOS Device with AirPlay :

a. Ensure that you are connected to
appropriate WiFi network, as
instructed on Home Screen =

b. Open Control Center on iOS Device T

by dragging finger upward from

bottom-center of screen.

@3 ko-Bvopak-xxxx (dd

c. Choose Screen Mirroring

d. Choose your KD-BYOD4KHUB device
you wish to cast to

iOS Casting Notes

AV Casting only, no wireless USB device connectivity supported. Streaming YouTube app videos not
supported. Stream from web browser if needed. Two maximum iOS devices may simultaneously cast to KD-
BYOD4KHUB. Moderator preview not supported for devices casting without KDPlay app. If casting for the
first time after changing network settings, it may be necessary to forget the KD-BYOD4KHUB network and
re-join, especially if you have updated the WiFi Direct Mode SSID password.
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5. Casting f rom Android device with Miracast (Recommended)

Smart View

a. On your Android device, navigate to Settings A Connected
Dev|ces A Smart VleW Phone — Other device

b. Allow a moment for the available devices on the network to
populate,

KD-BYOD4KHUB B¢

[TV]Samsung LED40

c. Select KD-BYOD4KHub from the list.

Samsung QN700B 55
Note: AV Casting only, no wireless USB device connectivity
supported.

Lab Roku

6. Casting from Android device  with KDPlay App:
a. Open Google Play and download KDPlayE app B —

b. Ensure that you are connected to appropriate WiFi network, as n .
instructed on Home Screen.

c. Run KDPlayE app
d. Choose desired KDPlay screen you wish to cast to.
e. Enterthe KD-BYOD4KHUBdevi ceb6s password, as displayed

f. Press CONNECT button. You are now paired with the KD-BYOD4KHUB device, but not yet
Casting.

g. Press START MIRRORING to begin casting your content.
hn@ee .. o5

‘ KDPLAY \ KDPLAY

Choose KDPLAY Screen Choose KDPLAY Screen Choose KDPLAY Screen c

Training Room 192.168.100.101 0 Trai  Enter Password 101 Training Room 192.168.100.101

Conference Room 192.168.100.702 Cor 102 Conference Room 192.168.100.702
Password

Manually Enter IP Ms 123456 0 Manually Enter IP
[] Hide Password

A
E
N
]
<)
1

Wy
N K2 KA K2
8 @ R p3¢ 8§ W A

Connect Start Mirroring Fullscreon Start Mirroring Fullscreen Disconnect Start Mirroring Fullscreen

Android KDPIlay App Notes: Android currently supports video streaming only, not audio. For audio support,
Miracast is the recommended casting method. To reduce mobile device battery consumption, please disconnect
from KD-BYOD4KHUB and completely close the app when done using.
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7. Casting from Chrome OS/Chrome Browser :

a. Open Chrome browser.
corner,
c. Select the desired Share Source (browser tab, desktop, or file) in the dropdown menu.

b. Intopr i ght

i. Note: Choose desktop if you wish to cast from YouTube.

pr eé)s btuhtet ovne r@& @ dctaé h oedslei psi s

Back to Top

d. Click the KD-BYOD4KHUB device you wish to cast to.

You may now use the % casting icon to enter the Casting menu and toggle casting state.

ol
s Mew tab K.

Mew wandaw

Mew incognitc window

Histary
Dewnloads

Bookmarks

Chrome OS Casting Notes

Two maximum Chrome OS devices may simultaneously cast to KD-BYOD4KHUB. For Chrome OS support,

Fa
T kd

Copy Paste

Cast desktop

KDFlay Screen

Screen Mirroring u

Sources w o

W

Cast tab F
Cast desktop

Cast file

KD-BYOD4KHUB must be on an internet-enabled network and the KD-BYOD4KHUB time setting Use
Network -Provided Time applied with correct time zone selected. The casting device must be in same subnet
for chromecast casting. Power cycle KD-BYOD4KHUB after updating time and/or network settings. If the

updated device name is not shown after applying, close all existing Chrome browser sessions, power cycle KD-

BYOD4KHUB, and open
a new browser window.
Moderator preview not
supported for devices
casting without KDPlay

B NETWORK

(L] DISPLAY & AUDIO

app.
PP {o} svsTEM

» Mirroring Info
» Time Settings
» Auto Standby
» Factory Restore

521 East39Street Mt. Vernon, NY
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System Settings

Time Settings

Auto Date & Time
Date:
Time:

Time Zone:

Use network-provided time -

2021-04-19

13:32:34

(GMT-05:00) Central Daylight Ti = ]
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Conference

Use the KDPlay+ application on a Windows or Mac computer to wirelessly receive your USB camera and audio
devices connected to KD-BYOD4KHub.

- X

Note: if you wish to receive the connected USB Camera, Audio, or HID devices (—— =
| i KDPLAY+

to a hardwired computer Host, KDPlay+ is not needed.

1. Inthe KDPlay+ app, press the Settings m button and ensure Low Latency Mouse Control:
Wireless Device is the selected USB Host. [USBHost Wieless Device  ~ p
2. Connected camera and audio device are indicated by dark-grey buttons FendedMontor
. Aspect Ratio Lock: «*
in the KDPlay+ app. Sronm Moge: (VRS GRS
a. This is also indicated on the Home Screen: Volurme: 100%
&= = Cam Connected, Wireless Host @ = Cam Disconnected, Wired Host o e
s = Audio Disconnected, Wireless Host @ = Audio Connected, Wired Host
3. Open your desired Video Conference or camera soft

[/ or AVirt ua land ke uttonsriugn giken ihdiaating the camera / audio device is now in use
by the PC.

4. If multiple USB camera / audio devices are connected, press the Camera / Audio button to open a drop-
down selection menu.

- X - X e o

KDPLRY* KDPLAY* KDPLAY+
-——-::" _ﬁ"

Choose KDPLAY Screen Choose KDPLAY Screen Choose KDPLAY Screen

BYOD4KHUB-1234 m BYOD4KHUB-1234 D'SC°""‘C' BYOD4KHUB-1234 °'SC°”"ECT

Manually Enter IP Manually Enter IP

=
Manually Enter IP “ONNECT |i KDPLHY"' il

"é@ 0]

SELECT SCREEN TO START MIRR
No Cam / Audio connected Cam / Audio connected Cam / Audio In Use Camera / Audio device selection
at KDPlay+ PC (in Compact viewing mode)

» ST RORING

- )
v Webcam gadget: UVC Camera
USB 20 Camera: US8 Camera
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6. Press the Preview Monitor button to open a window in the PC which mirrors the content
on your selected display (main or sub) and can be used in your video conference software
screenshare for remote conference participants to see the casted content.

I.  Note: Two maximum contents supported in Preview Monitor screen.

b. When done casting and conferencing, disconnect from Virtual audio driver as instructed in step 3K

above.

PC/Mac Chromebooks i0S Android

Camera

USB Mic / Speaker

Chrome OS Casting Notes

Two maximum Chrome OS devices
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Connecti ons, Buttons, and LED:c

Rear Panel

NETWORK

Factory :

0 Used by Key Digital Engineering for in-factory updates only.
RS-232:

0 Executes RS-232 commands to control connected monitor(s).
Network:

I Connect to the networks you wish to cast via.
1 LAN 1: 1Gbps bandwidth. PoE (PD) for powering KD-BYOD4KHub from PoE network switch.
1 LAN 2: 100Mbps bandwidth.

HDMI Outputs:

1 Connect up to 2 displays, referred to as Main & Sub.

9 Supports following layout options:
0 Mirrored (default) = Up to 4 presenters with Main and Sub display showing identical content.
0 Full-Screen + Multi-View = Primary presenter on Main + up to 4 presenters on Sub display.
0 Multi-View + Full-Screen = Up to 4 presenters on Main + 1 presenter on Sub display.

1 To achieved Extended/Dual Monitor from 1 PC, utilize 2 sharing methods at same time
0 Wired HDMI + Wireless
0 Wireless (Windows): KDPlay+ & Miracast
0 Wireless (Mac): KDPlay+ & AirPlay

1 Supports up to 4K @ 30/50/60 fps [4:4:4], 18Gbps

Supports 2h PCM audio maximum.

1 Non-HDCP Compliant

=
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HDMI Input:

1 Connect a wired computer for presentations or video conference host

When connected with active signal, acts as a casting device.

Supports up to 1080p @ 50/60 fps.

Supports 2h PCM audio maximum.

Non-HDCP compliant.

1 Recommended for PCs and Cameras only. Other HDMI devices not recommended.

= =4 =4 =4

Reset Pin:

1 Press & hold inner pin for approx. 5 seconds until HDMI output(s) go to bootup screen and LED on top
of unit changes to red color.
1 All settings will reset to factory default

Audio Out:
1 3.5mm stereo jack with de-embedded audio of the presented content(s).
USB Touch Screen (2) :

1 Connect if Main or Sub displays are touchscreen.

Connect in accordance with fAMaino and ASubo HDMI
Also supports mouse and keyboard.

Do not use with USB hubs or other USB device types.

Provides 5V 500mA power.

9 Supports USB 2.0 and previous.

=A =4 =4 =

USB Host :

1 Used for connecting wired USB host (ie computer, conferencing appliance) so the Host may receive
connected USB devices (ie camera, audio, mouse, etc).

' When connected, USB Host connectivity defaults to USB Host port.
1 Use KDPlay+ app or USB Switch button to toggle between wired or wireless USB Host .
1 Supports USB 3.0 and previous.

USB 2.0 Cam:

The connected camera will be routed to the host PC (wireless or wired).

9 If more than one cameras are connected, use KDPlay+ app or USB Switch button to toggle between
cameras.

1 Provides 5V 500mA power.

Supports USB 2.0 and previous. USB Video Class (UVC) and USB Audio Class (UAC) supported.
Compatible with 8-bit,16-bit and 24-bit USB Audio microphones & speakers.

USB 3.0 Cam & Audio ( 3):

9 The connected devices will be routed to the host PC (wireless or wired).
91 Follow port labelling for USB camera and/or audio connectivity.
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9 For All-In-One devices (ie conferencing soundbar with integrated camera), use the Cam 1 port.

9 If more than one cameras are connected, use KDPlay+ app or USB Switch button to toggle between
cameras.

1 Provides 5V 900mA power.

Supports USB 3.0 and previous. USB Video Class (UVC) and USB Audio Class (UAC) supported.
Compatible with 8-bit,16-bit and 24-bit USB Audio microphones & speakers.

Power:

1 Connect if not utilizing PoE power.

Side Panel

POWER KD-BYODFD
BUTTON PAIRING USB

USB

CAM/HOST
SWITCH

0 Used to toggle the unit out of / into standby mode

Power Button :

USB Switch Button :

0 Has two modes of functionality, as set in the Admin menu:
0 Camera Toggle (Default): Routes between Camera 1 (USB 3.0) and Camera 2 (USB 2.0).
0 USB Host Toggle: Choose USB Host wired and wireless.

USB 2.0 KD-BYODFD (AKA KDPlay Flash) Pairing Ports:

0 Connect KD-BYODFD flash into either port to pair.
0 Synchronizes network information into KDPlay Flash Drive (KDBYODFD), to enable automatic joining of
WiFi network and connection to base unit.
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KPl ayApp Wal Kkt hr ough o
= Kovobin
| KDPLHY*;”

Note that KDPlay+ is also compatible with KD-BYOD4K devices

Firs gen wireless presentation device,

List of KD-BYOD4KHub Choose KDPLAY Screen (& Connect to KD-
but only KD-BYOD4KHub supports devices on network e lir— BYOD4KHub / KD-
BYOD4K device
. . Display “how-to
conferencing widgets. connect info” on screen Manual KD-
BYOD4KHub / KD-

PC Requirements:

Windows: Windows 10 or above

Mac: MacOS 10.15 or above

Minimum Processing Speed: 2GHz / 2.5GHz

RAM: Minimum 4GB / 8 GB Recommended

= X

| KDPLH?;H

Choose KDPLAY Screen c

BYOD4KHUB-1234 m

Manually Enter IP

SELECT SCREEN TO START MIRRORING

App is not connected to KD-
BYOD4KHub

"KDPLH\"";\Q"

Choose KDPLAY Screen (&
BYOD4KHUB-1234

Manually Enter IP m

@ @ READY TO MIRROR X

® START MIRRORING

App is connected to KD-
BYOD4KHub and Camera / Audio
devices are available

521 East39Street Mt.

oS

| KDPLH?Q"

Choose KDPLAY Screen c
BYODAKHUB-1234

Manually Enter IP

0
@ @ READY TO MIRROR G l‘x
| Al

o) (A

P START MIRRORING

App is connected to KD-
BYOD4KHub

"KDPLH@MH

Choose KDPLAY Screen c

BYODAKHUB-1234
i i eE——

| fx

@ STOP MIRRORING

App is connected to KD-BYOD4KHub,
Camera / Audio devices are In Use on
Wireless Host PC

Vernon, NY 10!

Compact Mode BYOD4K unit IP
Toggle Address entry cell &
Wnually Enter IP connect button

(i) orsconnecten {3} m
A

Open Preview Window

Pause casting audio G t
udio Connec

& Select

ART MIRRORING

Go Full-Screen
(if currently in multi-
presenter layout)

Camera Connect
& Select

- X

| KDPLH\’?}MII

Choose KDPLAY Screen (G
BYODAKHUB-1234

Manually Enter IP

O|®| wwowne &
e m|e=if-al]

@ STOP MIRRORING

App is connected and casting to
KD-BYOD4KHub

=X

| KDPLH\%*;"

@ ® READY TO MIRRORA G’\ I'X
M ‘

P START MIRRORING

App is in Compact Mode

85!
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Custom Home Screen | mage

A custom home screen background image may be loaded and selected

1 Enter the Admin Menu , choose Display & Audio, and Home Screen background.
o Pressthe"+t0 t humbnai | ¢haoselyouoimegee and
0 The custom image must be 1920x1080 resolution with 72 dpi.
9 Lock Instructional Banner  setting is applied by default so KD-BYOD4KHUBG sonnection
information always appears at the top of the home screen.
1 The Instructional Banner is 73 pixels tall. It may be necessary to adjust the vertical centering of your
custom image to ensure the top part of the image is not covered by the instructional banner.
1  White background colors will look cleanest.

[ =
KDPLAY \

B NETWORK

@ pisPLAY & AUDIO

Display & Audio Settings

Home Screen Background

Custom Home Screen Example

3
D

D!

89
®

e B \LQauce
ultiv
V Lock instructional banner when using custom background image
{&} svysTEm s
. Custom image must be 1920X1080 resolution with 72 dpi
@ SECURITY * Instructional banner is 73 pixels tall. You may need to adjust the vertical centering of your custom

image if instructional banner is locked.

cl3 F/W UPDATE
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Digital Signage Mode

When enabled, KD-BYOD4KHub will automatically display the entered URL web page on its HDMI outputs
when the auto standby timer completes.

1 Use the Admin menu to enter desired start / stop schedule and URL to display.

1 Enter entire URL, including http:// or https:// at beginning of web address.

9 Video and audio from the web page are supported.

9 Video auto-play functions on sites such as YouTube are not supported. Page loads, and play must

be pressed.

Digital Signage Settings

Acme announces
takeover of leading
competitor

Digital Signage

v
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Admin Menu Wal kt hrough

Log into the web Ul by entering the unitds I P
browser and selected ADMIN ACCESS, then entering the admin password.

1A: Network T Network Mode

addr es

@ O 1™ Conol x  + - 2 X%
<« C A Not secure | 192.168.43.1

m o= @ R - O

IE@ wocour 3]

2 wervonx Network Mode Setting
- Wit Dt Mo 10 8voDwS 6466
® WiFiD A =

& DISPLAY & AUDIO

G SYSTEM

& securry

b F/W UPDATE WiFi Client Mode =
® oevce oo u))). «“))_(«@ ((@(«@((‘E

LAN Connection M.

e ante:

KO-8Y0DAKHUE MY Wil s

of

LAN Connection Mode

%=1 dioikEal - -
0 oF an

ex.,.., Haw MLEC-AFR0SBSe s EEC ~ocaue,i

onr0ze

1B: Networkl ereless (WIFI Direct Mode)
@) @ D ™ o

- o x
& C A Notse 192.16843.1 m = @ BV
Locour 5
KDPLAY+| 2l
F nerwonk Network Wireless Settings
LAN |
() DISPLAY & AUDIO
£ svstem
et o s
B security
& F/W UPDATE
@ DEvICE INFO
EF
%=y digit=al
& C R ML EC-.AF0IB@@ s @EC ~ocdowe TN

; on1/2024 B
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1C: Network i Wireless (LAN Connection Mode)
m @ DO |4 Control

< (@] M\ Notsecure | 192.168.100.176/#/wireless

2 a A vy m =

IE@ LoGouT E

28 werwonk Network Wireless Settings

(=X
I3}
Q

» Network Mode

WIFI Direct Mode WiFi Client / LAN Connection Mode
> Wireless

> Ethernet (LAN)

Netw N (SSID) KD-BYOD4KHUB-6466
@ DISPLAY & AUDIO Svork NemelsEi)

KD-BYOD4KHUB Password: 12345678
L} SYSTEM

Note: You must connect a network cable to the KD-BYOD4KHUB unit.
& security Frequency 2uoi @ soz

SSID:
@ DbeviCE INFO

Password:

Connection: No Connection

SAVE

4=y digit=al

Copyright © 2024 - Key Digital

_ s B3 Qs M FC_.aFfos P sEEC Aea caw SO0

1D: Network i Ethernet (LAN)
m @ @ 14 control X

- o
< C A Notsecure | 192.168.100.176/#/etherent Lo A % m =

= LOGOUT =)
"KDPLHY»;" 2l

X

&
&
Q

Ethernet(LAN) Setting
B2 NETWORK
> Network Mode LAN1 LAN2
> wirel
5 Ethernet (LAN)
S DISPLAY & AUDIO ' Obtain IP Address Automatically Use the following IP address
IP address
{3} sysTEm
Mask
& securiTY
Gateway
by F/W UPDATE NSt
DNS2
@ Dbevice INFO
MAC 60:89:81:38:10:04
SAVE

M=y digil=al

Copyright © 2024 - Key Digital

_ B Qe e . afFO0S e s@e A& 6w Mg

s 9/11/2024 =
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2A: Display Audio - HDMI & CEC Output
@ [ 1 Contol x  +

— a X
<~ @] A Notsecure | 192.168.100.176/#/hdmi 4 aQa A % mh o= [ o
= LOGOUT 5
KDPLAY+
HDMI and CEC
B NETWORK
Xl DISPLAY & AUDIO HDMI Output
> HDMI & CEC Output HDMI Qutput (Main) Resolution: Auto
> Audio Output
% Casting Setting HDMI Gutput (Sub) Resolution:
n Display
n Background _
sge Setting CEC Options
> Multiview Enable Display Control
> Dual Display Modes
Accept From Display:
{3} svysTEM
& securiTy
ety F/W UPDATE
@ DEVICE INFO
4=y digi=al Copprighe 2024 Key Dt
© ocF um @ ? - L @ . S gh 254 PM
€ iy sunmy BE Qs Ak = - A &0S 2 s @ e ~ o6 caw e

2B: Display Audio T Audio Output
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